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INSTALLATION NOTES MAINTENANCE NOTES

1. ALL SEDIMENT CONTROL LOGS MUST BE 1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
EMBEDDED TO % OF THE HEIGHT OF THE NECESSARY TO MAINTAIN CONTROL MEASURES IN
LOG EFFECTIVE OPERATING CONDITION. INSPECTIONS AND

2. LARGER DIAMETER SEDIMENT CONTROL LOGS CORRECTIVE MEASURES SHOULD BE DOCUMENTED
NEED TO BE EMBEDDED DEEPER. THOROUGHLY.

3. PLACE SEDIMENT CONTROL LOG AGAINST 2. ACCUMULATED SEDIMENT MUST BE REMOVED WHEN
SIDEWALK OR BACK OF CURB WHEN THE HEIGHT REACHES % OF THE HEIGHT OF THE
ADJACENT TO THESE FEATURES. SEDIMENT CONTROL LOG.

4. SEDIMENT CONTROL LOGS SHALL CONSIST OF 3. PERMANENTLY STABILIZE AREA AFTER SEDIMENT
STRAW, COMPOST, EXCELSIOR OR COCONUT CONTROL LOGS HAVE BEEN REMOVED.

FIBER, AND SHALL BR FREE FROM ANY
NOXIOUS WEED SEEDS OF DEFECTS
INCLUDING RIPS, HOLES AND OBVIOUS WEAR.

5. IF USING AS SLOPE PROTECTION, INSTALL
SEDIMENT CONTROL LOGS ALONG THE
CONTOUR.
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